@ CONSTRUCTION NOTES:

@ INSTALL LOOP VEHICLE DETECTORS AS PER CITY OF SEATTLE STANDARDS, AND SPECIFICATIONS.

@ REPLACE EXISTING JUNCTION BOX PER CITY OF SEATTLE STANDARDS AND SPECIFICATIONS.

@ INSTALL COUNTDOWN PEDESTRIAN SIGNAL HEAD PER CITY OF SEATTLE STANDARDS AND SPECIFICATIONS.
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REPLACE EXISTING 3-SECTION SIGNAL HEAD WITH 3-SECTION SIGNAL HEAD WITH UP ARROWS.
REPLACE EXISTING 3-SECTION SIGNAL HEAD WITH 3-SECTION HEAD WITH RIGHT ARROWS.

INSTALL REQUIRED NUMBER OF APS PUSH BUTTONS FOR CORRESPONDING CROSSWALKS
PER CITY OF SEATTLE STANDARDS AND SPECIFICATIONS.

REPLACE RAMP METER POLE WITH STEEL POLE.

INSTALL TYPE R1 LOOP VEHICLE DETECTORS WITH REQUIRED NUMBER OF TURNS
IN ACCORDANCE WITH SHEETS ITD1-3.

BREAK EXISTING LOOP SPLICES, REMOVE DISCONNECTED LOOP WIRES FROM EXISTING STUB OUT.
REPLACE EXISTING STUBOUT AS NECESSARY TO MEET THE REQUIREMENTS OF THE PVC CONDUIT

SIZING TABLE ON SHEET ITD 1. REPLACE EXISTING 2C(S) WITH NEW 2C(S) BACK TO CABINET.
SPLICE NEW LOOP WIRES TO COOROSPOINDING NEW 2C(S) LOOP LEAD-IN WIRES.
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